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High Resolution Schemes and the Entropy Condition
Stanley Osher1, Sukumar Chakravarthy2•Institutions (2)
University of California1, Rockwell Automation2

01 Oct 1984-SIAM Journal on Numerical Analysis (Springer, Berlin, Heidelberg)-Vol. 21, Iss: 5, pp 104-133

TL;DR: In this article, a systematic procedure for constructing semidiscrete, second order accurate, variation diminishing, five-point band width, approximations to scalar conservation laws is presented.
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View 20 related papersAbstract: A systematic procedure for constructing semidiscrete, second order accurate, variation diminishing, five-point band width, approximations to scalar conservation laws, is presented. These schemes are constructed to also satisfy a single discrete entropy inequality. Thus, in the convex flux case, we prove convergence to the unique physically correct solution. For hyperbolic systems of conservation laws, we formally use this construction to extend the first author’s first order accurate scheme, and show (under some minor technical hypotheses) that limit solutions satisfy an entropy inequality. Results concerning discrete shocks, a maximum principle, and maximal order of accuracy are obtained. Numerical applications are also presented.
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Journal Article•DOI•
A numerical scheme for strong blast wave driven by explosion
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Kaori Kato1, Takayuki Aoki1, Shiro Kubota2, Masatake Yoshida2•Institutions (2)
Tokyo Institute of Technology1, National Institute of Advanced Industrial Science and Technology2

30 Aug 2006-International Journal for Numerical Methods in Fluids
TL;DR: In this paper, a stable and accurate numerical scheme is required due to large density and pressure changes in time and space, and a fractional step procedure is proposed to solve compressible fluid equations.
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Abstract: After the detonation of a solid high explosive, the material has extremely high pressure keeping the solid density and expands rapidly driving strong shock wave. In order to simulate this blast wave, a stable and accurate numerical scheme is required due to large density and pressure changes in time and space. The compressible fluid equations are solved by a fractional step procedure which consists of the advection phase and non-advection phase. The former employs the Rational function CIP scheme in order to preserve monotone signals, and the latter is solved by interpolated differential operator scheme for achieving the accurate calculation. The procedure is categorized into the fractionally stepped semi-Lagrangian. The accuracy of our scheme is confirmed by checking the one-dimensional plane shock tube problem with 103 times initial density and pressure jump in comparison with the analytic solution. The Sedov–Taylor blast wave problem is also examined in the two-dimensional cylindrical coordinate in order to check the spherical symmetry and the convergence rates. Two- and three-dimensional simulations for the blast waves from the explosion in the underground magazine are carried out. It is found that the numerical results show quantitatively good agreement with the experimental data. Copyright © 2006 John Wiley & Sons, Ltd.
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Cites methods from "High Resolution Schemes and the Ent..."
	...For many years, many sophisticated numerical schemes have been developed in conservative form, for example FCT [1], approximate Riemann solvers [2], TVD [3, 4], ENO [5–8], PPM [9, 10] and others, where successfully good results for shock waves have been achieved and the basic research on blast waves [11–17] have been done....
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Stable and flux-conserved meshfree formulation to model shocks
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Michael J. Roth1, Jiun-Shyan Chen2, Thomas Slawson1, Kent T. Danielson1•Institutions (2)
Engineer Research and Development Center1, University of California, San Diego2

01 May 2016-Computational Mechanics
TL;DR: In this paper, a stable (oscillation limiting) and flux-conserved formulation under the reproducing kernel particle method is developed for shock modeling, where a smoothed flux divergence is constructed under the framework of stabilized conforming nodal integration, which is locally-enriched with a Riemann solution to satisfy the entropy production constraints.

...read moreread less

Abstract: Accurate shock modeling requires that two critical issues be addressed: (1) correct representation of the essential shock physics, and (2) control of Gibbs phenomenon oscillation at the discontinuity. In this work a stable (oscillation limiting) and flux-conserved formulation under the reproducing kernel particle method is developed for shock modeling. A smoothed flux divergence is constructed under the framework of stabilized conforming nodal integration, which is locally-enriched with a Riemann solution to satisfy the entropy production constraints. This Riemann-enriched flux divergence is embedded into the reproducing kernel formulation through a velocity correction that also provides oscillation control at the shock. The correction is constrained to the shock region by an automatic shock detection algorithm that is constructed using the intrinsic spectral decomposition feature of the reproducing kernel approximation. Several numerical examples are provided to verify accuracy of the proposed formulation.
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Simulations of Compressible, Diffusive, Reactive Flows with Detailed Chemistry Using a High-Order Hybrid WENO-CD Scheme
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Jack L. Ziegler

01 Jan 2012TL;DR: In this paper, a hybrid weighted essentially nonoscillatory (WENO)/centered-difference (CD) numerical method, with low numerical dissipation, high-order shock-capturing, and structured adaptive mesh refinement (SAMR), has been developed for the direct numerical simulation (DNS) of the multicomponent, compressive, reactive Navier-Stokes equations.
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Abstract: A hybrid weighted essentially non-oscillatory (WENO)/centered-difference (CD) numerical method, with low numerical dissipation, high-order shock-capturing, and structured adaptive mesh refinement (SAMR), has been developed for the direct numerical simulation (DNS) of the multicomponent, compressive, reactive Navier-Stokes equations. The method enables accurate resolution of diffusive processes within reaction zones. This numerical method is verified with a series of one- and two-dimensional test problems, including a convergence test of a two-dimensional unsteady reactive double Mach reflection problem. Validation of the method is conducted with experimental comparisons of three applications all of which model multi-dimensional, unsteady reactive flow: an irregular propane detonation, shock and detonation bifurcations, and spark ignition deflagrations. The numerical approach combines time-split reactive source terms with a high-order, shock-capturing scheme specifically designed for diffusive flows. A description of the order-optimized, symmetric, finite difference, flux-based, hybrid WENO / centered-difference scheme is given, along with its implementation in a high-order SAMR framework. The implementation of new techniques for discontinuity flagging, scheme-switching, and high-order prolongation and restriction is described. In particular, the refined methodology does not require upwinded WENO at grid refinement interfaces for stability, allowing high-order prolongation and thereby eliminating a significant source of numerical diffusion within the overall code performance. A minimally reduced irregular detonation mixture mechanism (22 species and 53 reversible reactions) is developed and combined with the WENO-CD numerical method to accurately model two-dimensional hydrocarbon (propane) detonations with detailed chemistry and transport. First of its kind, resolved double Mach reflection (DMR) detonation simulations with a large hyrdocarbon mixture are presented. Detailed discussions and comparisons of the influence of grid resolution, lower-order numerical methods, and inviscid approximations are made in addition to the detailed presentation of fluid dynamics found in an unsteady, highly unstable, reactive DMR simulation. Also conducted are direct experimental comparisons to soot foils and schlieren images with an unresolved large-scale propane detonation channel simulation. The numerical method is also applied to the DNS of two other problems, detonation/shock bifurcations and spark ignited deflagrations. Through the resolution of viscous/diffusive scales, new insights into how a bifurcated foot develops after a detonation end wall reflection, and how geometry can influence the development of a flame kernel after spark ignition are found.
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	...Finite volume methods with order of accuracy >2 have not been proven to be TVD (121)....
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Numerical Simulation of Inviscid Transient Flows in Shock Tube and its Validations
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Amir Al-Falahi, Mohd Zamri Yusoff, Talal Yusaf

26 Jul 2008-World Academy of Science, Engineering and Technology, International Journal of Mathematical, Computational, Physical, Electrical and Computer Engineering
TL;DR: A new two dimensional time accurate Euler solver for shock tube applications was developed to study the performance of a newly built short-duration hypersonic test facility at Universiti Tenaga Nasional 'UNITEN' in Malaysia and provides very good estimates for both shock speed and shock pressure obtained after diaphragm rupture.
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Abstract: The aim of this paper is to develop a new two dimensional time accurate Euler solver for shock tube applications. The solver was developed to study the performance of a newly built short-duration hypersonic test facility at Universiti Tenaga Nasional 'UNITEN' in Malaysia. The facility has been designed, built, and commissioned for different values of diaphragm pressure ratios in order to get wide range of Mach number. The developed solver uses second order accurate cell-vertex finite volume spatial discretization and forth order accurate Runge-Kutta temporal integration and it is designed to simulate the flow process for similar driver/driven gases (e.g. air-air as working fluids). The solver is validated against analytical solution and experimental measurements in the high speed flow test facility. Further investigations were made on the flow process inside the shock tube by using the solver. The shock wave motion, reflection and interaction were investigated and their influence on the performance of the shock tube was determined. The results provide very good estimates for both shock speed and shock pressure obtained after diaphragm rupture. Also detailed information 
on the gas dynamic processes over the full length of the facility is available. The agreements obtained have been reasonable.
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Philip L. Roe1•Institutions (1)
Royal Aircraft Establishment1

01 Aug 1997-Journal of Computational Physics
TL;DR: In this article, it is shown that these features can be obtained by constructing a matrix with a certain property U, i.e., property U is a property of the solution of the Riemann problem.
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Towards the ultimate conservative difference scheme V. A second-order sequel to Godunov's method
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B. van Leer

01 Jul 1979-Journal of Computational Physics
TL;DR: In this article, a second-order extension of the Lagrangean method is proposed to integrate the equations of ideal compressible flow, which is based on the integral conservation laws and is dissipative, so that it can be used across shocks.

...read moreread less


Full-textGo to Paper 
6,630 citations



Save
Cite
Share





Journal Article•DOI•
Difference Methods for Initial-Value Problems.
[...]


Samuel Goldberg, Robert D. Richtmyer

01 Nov 1959-American Mathematical Monthly

Go to Paper 
4,135 citations



Save
Cite
Share





Journal Article•DOI•
The Piecewise Parabolic Method (PPM) for Gas Dynamical Simulations
[...]


Phillip Colella1, Paul R. Woodward2•Institutions (2)
University of California, Berkeley1, Lawrence Livermore National Laboratory2

01 Apr 1984-Journal of Computational Physics
TL;DR: This work recognizes the need for additional dissipation in any higher-order Godunov method of this type, and introduces it in such a way so as not to degrade the quality of the results.
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