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Dark-Pulse Propagation in Optical Fibers

D. Krokel, N. J. Halas, ' G. Giuliani, and D. Grischkowsky
IBM Watson Research Center, Yorktown Heights, Ne~ York 10598

(Received 8 September 1987)

We report measurements of the reshaping of 0.3-psec dark pulses due to their passage through 10 m
of single-mode optical fiber. The measurements were performed as a function of intensity and the ob-
served strong reshaping agrees qualitatively with the predictions of the nonlinear Schrodinger equation
which suggest that we have observed the formation of dark-pulse solitons.

PACS numbers: 42.30.—d, 41.10.Hv, 42. 10.Qj

Propagation of short optical pulses through single-
mode optical fibers appears to be the best physical exam-
ple of a system described by the nonlinear Schrodinger
equation (NLSE). ' ' In the traditional and simplest
description of the problem, the single-mode propagation
permits the problem to be reduced to the equivalent
problem of plane waves. ' 9'0 The solutions of this
equation divide into two regimes depending on the rela-
tive sign of the fiber's group-velocity dispersion (GVD),
a combination of the material GVD and the fiber
waveguide dispersion. In the region of negative GVD, it
is possible to have optical soliton propagation, where for
the lowest-order soliton the effects of the nonlinear index
of refraction balance the pulse-broadening effect of GVD
and the pulse can propagate without distortion. Higher-
order soliton solutions show periodic pulse-reshaping be-
havior. These features have been investigated and con-
firmed in a beautiful series of experiments. In the re-
gion of positive GVD the combined effects of self-phase
modulation (SPM) and GVD lead to a frequency and
temporal broadening of the propagating optical pulse.
The combined action of these two effects can lead to the
formation of a flat-topped optical pulse with a linear fre-
quency sweep. This behavior is the key to the operation
of the optical-fiber pulse compressor.

Another solution of the NLSE for positive GVD,
which has been much discussed but never observed, is
the "dark-pulse soliton. "'s' '9 In this case, one has a cw
or a long optical pulse with a rapid intensity dip, "dark
pulse. " Because the sign of the SPM is reversed for the
dark pulse, it becomes possible to balance GVD to allow
the dark pulse to propagate without distortion. This pic-
ture has been challenged by recent theoretical work
which claims that the full three-dimensional NLSE has
no dark-pulse soliton solution for positive GVD. In-
dependent of this theoretical controversy, there have
been no previous experimental investigations of this im-
portant problem.

In this Letter we describe a series of measurements of
0.3-psec dark-pulse propagation through a 10-m single-
mode optical fiber. The observations were made as a
function of the dark-pulse intensity, and good qualitative
agreement was obtained with numerical solutions of the

plane-wave NLSE. At the highest intensity, our obser-
vations showed the formation of two 0.6-psec dark pulses
from single 0.3-psec input dark pulses. According to our
numerical calculations, these two observed dark pulses
may indicate the formation of dark-pulse solitons. When
these calculations were performed for the experimental
fiber length, as well as for longer propagation distances,
the calculated dark pulses had converged to the analyti-
cal description of dark-pulse solitons.

The experiment shown in Fig. 1 was made possible by
the newly developed "ultrafast light-controlled optical
fiber modulator. "" The operation of the modulator is
based on the optical Kerr effect, and its main component
is 15 mm of single-mode optical fiber. Driving the
modulator by subpicosecond, compressed and amplified
6000-A dye-laser pulses, we produced 0.3-psec holes
(dark pulses) on the much longer duration (100 psec)
second-harmonic (5320 A) yttrium aluminum garnet
pulses. The driving pulse is shown in Fig. 2(a), the re-
sulting dark pulse is Fig. 2(b), and the calculated dark
pulse"'2 in Fig. 2(c) for the experimental conditions.
The output pulses from the modulator were measured by
cross correlation with the 0.3-psec probing pulses ob-
tained by a partial reflection from the beam of driving
pulses. The linearly polarized beam of dark pulses from
the modulator was coupled into a 10-m single-mode,
polarization-preserving optical fiber (Newport Research
F-SPA). The resulting linearly polarized output beam
from the fiber was recollimated and directed into the
same cross correlator, where the beam of 0.3-psec prob-
ing pulses (suitably delayed) was used for the measure-
ment. The 10-m optical-fiber length was limited by the
delay line of the cross correlator; because of beam-
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FIG. 1. Schematic diagram of the experiment.
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dicating a small phase shift at the carrier frequency
caused by the nonlinearity. The output modulation pat-
tern shifted slightly outwards from the center and was no
longer described by a simple linear frequency sweep. In-
creasing the power to 9 W caused the central pulse to
split into two clearly resolved dips, and the modulation
on the wings was again pushed outwards. At 20-W input
power, the modulation was pushed completely out of the
central region and two well-defined 0.6-psec dark pulses
developed.

The above observations were studied by the numerical
integration of the plane-wave NLSE (with use of a split
step routine described in Refs. 1 and 12) through the
10-m optical fiber starting with the input pulse shown in
Fig. 2(c). In the low-intensity limit, we calculated the
fiber output dark pulse of Fig. 4(a). Here, a well-
developed symmetric ringing is obtained over a large
time interval and is almost perfectly described by the in-
terference between a broad weak pulse with a linear fre-

FIG. 4. Calculated output dark pulses from the fiber vs peak
coupled input power and fiber length: (a) 0.2 W, 10 m; (b) 4
W, 10 m; (c) 18 W, 10 m; (d) 40 W, 10 m; and (e) 40 W,
20 m.

quency sweep and the cw carrier wave. The experimen-
tal time resolution of 0.3 psec strongly attenuates the
predicted higher-frequency modulation on the wings. In
order to obtain better agreement with our observations in

the nonlinear regime, the power (or equivalently the non-
linear index n2) was increased by 2 times in the calcula-
tion compared with the experimental value. Given the
difficulties in measuring peak instantaneous power, ' the
uncertainty in n 2 1.1 x 10 ', and the problem of
knowing the effective fiber core area because of the
transverse intensity variation, we consider this adjust-
ment to be within our experimental limits. With the in-

put power raised to 4 W, the calculated output pulse in

Fig. 4(b) shows a slight increase of the center bump,
caused by the nonlinearity. For 18-W input pulses, the
double-dip structure in the center of the pulse continues
to develop into two separate pulses, while the amplitude
of the ringing pattern is reduced together with a phase
shift. Finally, with an input power of 40 W, we calculate
in agreement with experiment the double-pulse structure
shown in Fig. 4(d). Because the soliton velocity depends
on the modulation depth of the input pulse, the fact that
the time separation between the pulses is shorter than
observed is indicative of our experimental uncertainty in

measuring the input dark-pulse modulation depth.
The following considerations led to our preliminary

conclusion that the dark pulses in Fig. 4(d) and conse-
quently Fig. 3(d) may represent the formation of dark-
pulse solitons. Initially, when the dark pulse enters the
fiber, self-phase modulation causes a phase change that
follows the pulse shape. However, the time-dependent
phase p(g) for the dark-pulse soliton has one of the two
possible time dependences

sing(g) + A tanh(g)/[I —A sech (g)] '

over the A sech (g) dark pulse. ' Consequently, to first
order the phase dependence and the input pulse shape
are an approximate superposition of two (+/ —) soli-
tons. Recent calculations have shown that a single dark
pulse can evolve into two (+/ —) dark-pulse solitons
which continue to move apart with propagation dis-
tance. The dark-pulse shapes in Fig. 4(d) are quite ac-
curately fitted by a 0.6-psec sech (() pulse shape. In ad-
dition, the calculated time-dependent phase also quite
accurately fits the expression given above for the first
( —) soliton and the second delayed (+) soliton. As a
further indication that soliton formation has possibly oc-
curred, we extended the numerical calculation to 20 m as
shown in Fig. 4(e). Here the dark pulses further
separated into two well-defined pulses, and the ringing
on the wings was reduced in amplitude and pushed out in
time. As expected for solitons, the pulse shapes did not
change nor did the time-dependent phase. This conver-
gence to the soliton solutions indicates that our experi-
mental results are consistent with the formation of dark-
pulse solitons as predicted by the plane-wave nonlinear
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Schrodinger equation.
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