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ABSTRACT 

An analysis is presented for the transfer 
functions of a particular pulsewidth modulator 
and power switch subsystem that has been widely 
used in practical switchingmode dc regulator 
systems.  The switch and filter are in a "buck" 
configuration, and the switch is driven by a con
stantfrequency variable dutyratio pushpull 
magnetic modulator employing squareloop cores. 
The two transfer functions considered are that 
with modulator control signal as input and that 
with line voltage as input.  For ac signals, the 
corresponding describing functions (DF) are 
derived.  It is shown that currentsource drive to 
the modulator extends the control DF frequency 
response over that with voltage drive, and that 
complete cancellation of the effects of line 
variations can be obtained at dc but not for ac. 
Experimental confirmation of the analytical 
results for the control DF are presented. 

1.  INTRODUCTION 

In switching mode dc regulators and ampli
fiers, a control signal modulates the duty ratio 
of a switch associated with a line voltage and a 
lowpass filter.  This subsystem of modulator and 
power stage is usually part of an overall feed
back loop, as shown schematically in Fig. 1, whose 
regulation and stability depend upon two proper
ties of the subsystem: the control signal to 
output voltage transfer function and the line 
voltage to output voltage transfer function.  The 
dc transfer functions are easily understood and 
analyzed, but analysis of the ac transfer func
tions presents considerable difficulties because, 
since the subsystem effectively contains an AtoD 
and a DtoA converter, it is inherently non
linear.  For many practical systems the problem of 
absence of quantitative understanding of the ac 
transfer functions is merely avoided by introduc
tion of a sufficiently lowfrequency dominant 
pole in the overall feedback loop to ensure sta
bility.  The result is poorer system performance 
than might otherwise be obtained. 

This paper presents an analysis for the 
transfer functions of a particular modulator and 
power stage subsystem.  However, before intro
duction of the particular subsystem, a more 
detailed discussion of the nature of the gen
eralized subsystem of Fig. 1 will be given in 
order to establish the specific definitions of 
the analysis goals. 

If the line voltage  v£(t)  n a s  a constant 
dc value  V£  and the control signal is a con
stant dc voltage  V c  , the modulator delivers a 
digital switch drive that turns the switch on and 
off with a constant duty ratio  D  and a constant 
repetition, or switching, frequency  f g .  The 
output voltage  v Q(t)  contains a constant dc 
component  V Q , and also harmonics of the switch
ing frequency  f . 

If again the line voltage is constant at 
but the control signal consists of a dc voltage 
V c  plus a sinusoidal component  v c  at frequency 
f, where  v c  is expressed in phasor form, the 
duty ratio and perhaps also the switching fre
quency change at the frequency  f ,  and the 
resulting output voltage contains, in addition to 
the dc component  V Q  and harmonics of  f g ,  a 
phasor component  v Q  at the control frequency  f 
and components at higher harmonics of  f  and also 
sidebands at sum and difference frequencies of the 
harmonics of  f  and  f .  A statement of the 
complete control signal to output voltage trans
fer function is therefore very complicated, and 
any attempt to determine the stability of the 
overall feedback loop is even more so.  What one 
would like is to ignore all components of the 
output voltage other than those at dc and the 
control frequency; the remaining components, at 
least for control frequencies much lower than the 
switching frequency are in fact purposely made 
small by inclusion of the lowpass filter.  The 
relation between a sinusoidal input signal and the 
resulting output voltage component at the same 
frequency  ω =2 π ί , where both are expressed in 
phasor form, is known, as the describing function, 
so the control signal to output voltage describing 
function  F c  is defined as 

F (jü) ) = ̂  (1 ) 
vc 

unde r condition s of constan t lin e voltag e 

V c > = v i • 

A simila r discussio n ma y be mad e fo r th e con 
ditio n in whic h th e contro l signa l is constan t bu t 
th e lin e voltag e consist s of a d- c voltag e V£ 
plu s a sinusoida l componen t V £ in phaso r for m 
at frequenc y  ω = 2π ί  .  Output voltage components 
at frequencies other than  f  are ignored, and the 
line voltage to output voltage describing function 
is defined as 
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F£(jü) ) = ^ (2 ) 

unde r condition s of constan t contro l signa l 
v c(t ) = V c . 

It ma y be note d tha t neithe r describin g 
functio n ma y be linea r in tha t it s valu e ma y 
depen d upo n th e amplitud e of th e relevan t 
sinusoida l inpu t signal . It is therefor e 
convenien t to defin e th e linearize d describin g 
functio n as th e limi t of th e describin g func 
tio n as th e amplitud e of th e inpu t signa l 
become s vanishingl y small . Th e usefulnes s of th e 
linearize d describin g function s is tha t th e 
actua l nonlinea r subsyste m of Fig . 1 ca n be 
approximatel y modele d by a "blac k box " charac 
terize d by linea r transfe r functions . As a 
result , th e larg e bod y of linea r syste m theor y 
ca n be invoke d to investigat e th e performanc e an d 
stabilit y of th e complet e regulato r or amplifier . 
It mus t be remembered , however , tha t becaus e of 
th e approximation s implici t in th e linearize d 
describin g functio n representation , a stabilit y 
criterion , as obtaine d fo r exampl e fro m a Nyquis t 
plot , constitute s a necessar y bu t perhap s no t 
sufficien t conditio n fo r stability . 

Ther e ar e man y way s in whic h th e powe r stag e 
an d modulato r of Fig . 1 ca n be implemente d in 
practica l systems . Fo r example , th e powe r stag e 
ma y be implemente d by a switc h an d LC filte r in 
th e familia r buck , boost , or buck-boos t configura 
tion . Th e modulato r of necessit y sample s th e 
contro l signa l to produc e th e digita l switc h 
drive ; th e samplin g ma y be uniform , natural , or 
an y of variou s integratin g types , an d th e result 
in g digita l switc h driv e ma y be constan t on-time , 
constan t off-time , or constan t on-plus-of f tim e 
(constant , or clocked , frequency) . 

Th e purpos e of thi s pape r is to presen t 
analytica l expression s fo r th e linearize d contro l 
signa l to outpu t voltag e an d lin e voltag e to out 
pu t voltag e describin g function s fo r a particula r 
modulato r an d powe r stag e subsyste m tha t ha s bee n 
widel y use d in practica l switching-mod e d- c 
regulato r systems . 

2. QUALITATIV E OPERATIO N OF A MAGNETI C 
MODULATO R AN D POWE R STAG E 

Th e particula r implementatio n of th e modula 
to r an d powe r stag e subsyste m to be considere d is 
show n in Fig . 2, in whic h th e waveform s ar e thos e 
fo r steady-state , or d-c , operatio n in whic h th e 
lin e voltag e is constan t at V£ an d th e contro l 
signa l is a constan t voltag e V c . Fo r analysi s 
purpose s al l diode s an d th e powe r switc h ar e 
assume d ideal . Th e switc h an d filte r ar e in a 
buc k configuration , an d th e switc h is drive n by a 
constan t frequenc y variabl e duty-rati o push-pul l 
magneti c modulato r employin g square-loo p cores . 
Th e contro l winding s ar e show n drive n by a 
Theveni n equivalen t sourc e voltag e V Q an d resis 
tanc e R c, an d th e gat e winding s ar e drive n fro m 
a square-wav e cloc k oscillato r of frequenc y 
fg/2 . Th e principl e of operatio n is well-know n 
an d nee d be onl y briefl y summarized . Th e volt -

second s store d in on e cor e by th e contro l windin g 
durin g a perio d T s = l/f s ar e recovere d throug h 
th e gat e windin g durin g an interva l  Τ   of the 
following period, during which interval the gate 
winding supports the clock voltage  Vg, there is 
no drive to the inverting switching amplifier, and 
the power switch is closed.  The interval  Τ   is 
determined by the voltseconds stored and by the 
gate voltage  Vg .  At the end of the interval  Τ  
the core saturates and the voltage  Vg  appears 
across the resistance  Rg  and is then applied to 
the inverting switching amplifier so that the power 
switch is opened for the remainder of the period 
T s .  The diodes and the squarewave clock voltage 
ensure that the cores perform these functions 
alternately and without interaction between the 
control and gate windings.  The battery  Vg  is 
included as an analytical convenience to cancel 
the steering clock voltage, so that, for zero 
source resistance  R c, the voltage applied to the 
active control winding is  V c .  Because of the 
pushpull nature of the modulator, the power switch 
repetition rate (the switching frequency  f g)  is 
twice the frequency of the squarewave clock oscil
lator. 

The subsystem may be classed as a buck power 
stage driven by a cons tantfrequency, or clocked, 
uniformly sampling integrating modulator: the con
trol winding voltage is integrated over a period 
T s , and is sampled uniformly at intervals  T g  to 
determine the duty ratio  D = T/Tg  of the power 
switch drive for the following period  T s . Quan
titatively, again for steadystate or dc condi
tions and for zero source instance  R c , the volt
seconds Aq  stored by the control winding voltage 
V c  over a period  T g  are Aq = V c T g , and the 
same voltseconds are then recovered under the gate 
voltage  V  to determine the following interval 
Τ  , so that 

( 3 ) 

When the switch is closed, the voltage  v(t) 
at the filter input is equal to the line voltage 
V £ , and if the conditions of operation of the 
power stage are constrained  (as is usual) so that 
the inductor current never falls to zero, the 
diode clamps the voltage at the input of the filter 
to zero when the switch is open.  It follows that 
the dc component  V  of the switched voltage v(t) 
at the filter input is simply equal to the time
average of  and zero, namely 

V = DV„  (4) 

Since the dc component of  v(t)  is unaffected by 
the filter, the final result is 

V   DV £ 

—  V 

( 5 ) 

(6) 

Equation (6) represents the basic dc opera
tion of the modulator and powerstage subsystem, 
and contains both the control signal to output and 
line voltage to output transfer functions.  For 
constant line voltage, the dc output voltage is 
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proportional to the dc control voltage, so the 
control to output transfer function is a constant. 
It may be seen that the  possibility exists of mak
ing the line voltage to output transfer function 
zero: all that is required is to make  Vg  propor
tional to  , which is easily achieved at least 
to first order approximation by making the ampli
tude of the clock oscillator output proportional 
to the line voltage. 

Equation (6) also contains the two transfer 
functions with respect to incremental changes of 
sufficiently low frequency, that is, the two des
cribing functions already introduced.  Thus 
F c= V^/Vg  and  =0  for sufficiently low fre
quency variations.  However, because of the 
integration function of the modulator and the 
delay function inherent in the digital switch 
drive, at higher frequencies the output voltage 
ceases to follow the control signal and also can
cellation of the line voltage variations ceases to 
be complete.  The principal objective of the fol
lowing analysis is the derivation of the two 
linearized describing functions  Fc(jco)  and 
F^(jw)  as functions of frequency, and to deter
mine how these functions depend upon the resistance 
R c  of the control signal source and on appropriate 
parameters of the magnetic cores. 

The problem of determination of the control 
signal to output voltage describing function can 
be formulated as follows.  Let the line voltage be 
constant at  , and let the control signal be a 
dc plus a sinusoidal ac voltage given by 

ν  (t) 
c 

V  +v  sin(ojte) 
c  c 

(7) 

where  t = 0  is taken at the start of one of the 
switching periods  T g .  This waveform is shown in 
Fig. 3(a).  The duty ratio  for the kth period 
T s  is determined by the stored voltseconds  Λ _̂̂  
at the beginning of that period.  It will be 
shown that the "samples"  Λ ^_^  are points on a 
sine wave given by 

\l  =  Λ 0  +  λ   s i nt(kl) (2π ω /ω δ ) ( 8 ) 

This sine wave and the uniform samples are shown 
in Fig. 3(b).  The waveform  v(t)  at the input to 
the filter is as shown in Fig. 3(c): it is a 
square wave of constant amplitude  and con
stant repetition rate  f g , but of varying duty 
ratio.  The interval  T^  during which the power 
switch is closed is determined by the time taken 
to recover the stored voltseconds  Λ ^_χ   under 
the constant gate voltage  Vg , so  T^ = A^_^/Vg 
and the kth duty ratio  is 

ν τ 
g  s 

(9) 

Shown in Fig. 3(d) are the dc component  V  and 
the component at the control frequency  ω   of the 
waveform  v(t) .  It will be shown that with neg
lect of all other components, the voltage at the 
filter input is given by 

v(t) = V + ν  sin(u)ted) φ ,) 
m  d 

(10) 

frequency is merely the filter input voltage at 
that frequency modified by the filter character
istic, so that the control signal to output 
voltage describing function can be separated into 
two factors 

Fc(jw) = F̂ (jco) F(ju>)  (11) 

where  F ( j U ) )  is the linear filter characteristic, 
and Fç(ju)) is the describing function from the 
control signal to the filter input voltage. Hence
forth, this describing function will be referred 
to as the control DF. From Eqs. (7) and (10), the 
control DF F<l(ju)) is given by 

τ , f  /.  Ν  v  m  α  
F' (ja>) = —  e  (12) 

It remains to determine the magnitude  v/vc  and 
the phase lag Φ Φ̂ ^  of the control DF as func
tions of frequency and the various circuit 
parameters. 

The problem of determination of the line 
voltage to output voltage describing function is 
formulated in a similar manner.  Let the control 
signal be a constant voltage  V c , and let the line 
voltage be a dc plus a sinusoidal ac voltage 
given by 

V

£
  +  V

i sin(ü)t-0) (13) 

where t = 0 is again taken at the start of one of 
the switching periods T g . This waveform is shown 
in Fig. 4(a). Also, let the gate voltage be pro
portional to the line voltage by a factor B, so 
that 

ν  (t) =Bv Ä(t ) =B[V £+ v£sin (0)t -8)] (14 ) 

an d th e desire d complet e cancellatio n in th e out 
pu t of d- c lin e variation s is achieved . Sinc e th e 
contro l signa l is constant , th e store d volt-second s 
at th e samplin g instant s ar e constan t at a valu e 
Aq , as show n in Fig . 4(b) . Th e wavefor m v(t ) at 
th e inpu t to th e filte r is show n in Fig . 4(c) : 
whe n th e powe r switc h is closed , v(t ) is equa l to 
th e lin e voltag e v̂(t ) . If th e dut y cycl e wer e 
constan t at a valu e D, v(t ) woul d contai n a com 
ponen t of amplitud e Dv £ at th e frequenc y  ω  ; 
however, because the gate voltage is proportional 
to the line voltage, the constant stored volt
seconds Aq  are recovered over an interval  T^ 
that varies with  vg( t)  a n a  hence with  v^(t), so 
that  D^  is not constant but varies in such a way 
that the component of  v(t)  at the frequency  ω  
has an amplitude smaller than  Dv£.  It will be 
shown that, with neglect of all other sinusoidal 
components, the voltage at the filter input is 
given by 

v(t) = V + ν  sin(u)tcj)£)  (15) 

as shown in Fig. 4(d).  Again, the line voltage to 
output voltage describing function can be separated 
into two factors 

F£(jo)) = F»(jüj ) F(jo> ) (16 ) 

Th e componen t of th e outpu t voltag e at th e contro l 

wher e F£(jo) ) is th e describin g functio n fro m th e 
lin e voltag e to th e filte r inpu t voltage . 
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Henceforth, this describing function will be 
referred to as the line DF.  From Eqs. (13) and 
(15) the line DF  F

£(jo))
  i s  given by 

F̂ (joo) 
"I 

(17) 

and it remains to determine the magnitude  v/v£ 
and the phase lag  of the line DF as functions 
of frequency and the various circuit parameters. 

The procedure outlined above for determina
tion of the control and line DF's will now be 
traced in detail. 

3.  THE CONTROL DESCRIBING FUNCTION 

To obtain an analytical expression for the 
control DF, the first step is to find the stored 
voltseconds  A^_^  at the sampling instants 
t = (kl)Ts .  The case of zero source resistance 
R c= 0  will be treated first, since it is parti
cularly simple and affords a useful reference for 
the general case. 

If  R c = 0 , the control signal voltage 
v c(t) = V c+ ν  sin(ü)t-O) is applied directly 
across the control winding. The core starts at, 
say, negative saturation, and the volt-seconds 
Ak-1 stored during the period (k-2)Tg < t < (k-l)Ts 

are given by 
(k-l)TQ 

[V + ν  sin(ü)t-8)]dt (18) 
c c 

(k-2)Tq 

The result is 

sin(ff(ju/üO ) 
Λ ,  Ί   = V T + v T k1  e s  e s 

(π ω /ω  ) 
s 

sin[(k1)(2π ω /ω 3) 

θ   (π ω /ω  )]  (19) 

which is of the form given in Eq. (8) in which 

Λ η  = V Τ  0  e s 

λ  = ν  Τ  
c s 

sin(π ω /ω  ) 
s 

(π ω /ω  ) 
s 

Φ   = π ω /ω  
m  s 

(20) 

(21) 

(22) 

It may be observed that the properties of the 
cores have not entered into this result, except 
that the BΗ  loop has been assumed sufficiently 
square that the qualitative operation is main
tained. 

In the general case where the control source 
resistance is not zero, the voltage applied 
across the control winding is less than the con
trol voltage by the drop in  R Q .  Since this drop 
is dependent upon the current in the control 
winding, the properties of the core that relate 
current to voltage must now enter into the result. 
The model used to represent the properties of the 
cores is shown in Fig. 5.  This is a BΗ  square
loop characteristic transformed to a  Λ Ι   or 
voltsecond—magnetizing  current characteristic 

as seen by either the control or gate winding, 
which for simplicity are taken to have equal 
turns.  Two principal secondorder features are 
included in the model.  First, the zeroflux mag
netizing current I M  increases over its static 
value I q  in proportion to the winding voltage 
ah/at, or 

I  
m  0 

I dA 
R dt 

(23) 

where  R  has the nature of a resistance.  This 
assumed linear relation between excess magnetiz
ing current and voltage is an approximate repre
sentation of the wellknown "loop widening 
effect".  Second, the unsaturated part of the 
core characteristic is not vertical but repre
sents a noninfinite inductance  L.  The two core
dependent quantities that affect the modulator 
properties are  R  and  τ  Ξ  L/R, where the resis
tance  R  is a function of the core material, 
geometry, and number of turns, and the time con
stant  τ   is a property of the core material only. 

During any period  T g , the voltage across the 
control winding is  dA/dt, and so the current 
through  R c  is  I = [vc( t)  dA/dt ] /Rc .  This is 
also the total magnetizing current of the core 
I=I m+A/L.  Hence 

v  ( t )  R  ( τ  + Α ' 

c  dt  c \ m  L 
(24) 

After substitution for  v (t)  and  1^, the dif

ferential equation for  A  is 

4è+ r T = (l-r) V - rRI n+ (l-r) v sin(ü>t-6 ) (25 ) 
at T c U c 

wh e re 

R+ R 
(26 ) 

Th e solutio n fo r A(t ) ma y be obtaine d an d then , 
fo r th e perio d T g betwee n t=(k-2)T g an d 
t=(k-l)T s , th e volt-second s store d ar e give n by 

k- 1 
A[t=(k-1) T ] - A[t=(k-2) T ] (27 ) 

s s 

wher e A[t=(k-2)T S] = -A s , th e negativ e saturatio n 
valu e fro m whic h A start s at th e beginnin g of 
eac h perio d T g . It ma y be note d tha t if Rc->·0 , 
the n r + 0 an d Eq . (25 ) reduce s directl y to Eq . 
(18 ) alread y obtaine d fo r th e zer o sourc e resis 
tanc e case . 

Afte r considerabl e algebrai c manipulation , 
Ak- 1 obtaine d fro m Eqs . (25 ) an d (27 ) ma y be ex 
presse d in th e alread y mentione d for m 

Α ,  η  = Λ Λ  + λ  sin [ (k1) (2π ω /ω  )—θ φ   ]  (28) 
κ ±  U  s  m 

where 

Ό "  ^  [(lr)VcrR(I0As/L)]Ts  (29) A. = 
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11+ e 

— —  (lr)v T 

α   e s 

ai  α   \z f 2 
Λ   a l l a 

\le  i \ 

i 2  .  2 π ω  
sin  — 

1 + 
(30) 

= tan 

in which 

2π ω \  /α ω  
tanl —  ι + (e l)cosecj— 

Ι ω _ | ( ω 3 

(a ( j 0sl 
/π ω \  α   /2π ω  ' 

t a n ] — Ι + (e l)cosec[ 
ω   / 
s ». 

R  T 
c  s 

τ   R+R  τ  
c 

(31) 

(32) 

As a partial check, it may be seen that these 
rather formidable expressions reduce to those of 
Eqs.  (20) through (22) for  R c + 0 .  The complexity 
of these expressions occurs because in each period 
T g  the stored voltseconds start from  A g ,  and 
/lk1  is a transient solution of the differential 
equation Eq. (25).  Also, neither the voltage nor 
current at the control winding is purely sinusoidal 
when  R c 4 0, even though the control voltage is 
sinusoidal. 

With  Â ._̂   given by Eq. (28),  is given 
by Eq. (9) as 

where 

D + d sin[(kl)(2π ω /ω  )
s 

A n/V Τ  0  g s 

is the dc duty ratio and 

λ /V Τ  
g s 

(33) 

(34) 

(35) 

may be identified as the amplitude of the ac duty 
ratio.  Note that  0 < D < 1 , and  d<D.  With  D 
given by Eq. (33), the complete waveform of the 
voltage  v(t)  at the filter input, shown in Fig. 
3(c), is known.  It remains to find the dc and 
fundamental ac component at the frequency  ω  , 
shown in Fig. 3(d), which may be done by express
ing  v(t)  as a Fourier series.  The actual pro
cedure depends upon the nature of the relationship 
between the switching frequency  f g  and the con
trol frequency  f .  If 

waveform  v(t)  in Fig. 3(c)  is repetitive with 
period  MT g = NT , and this is the short°st inter
val over which  v(t)  can be integrated to obtain 
its Fourier series expansion.  Figure 3 (and also 
Fig.  4) shows the waveform for the particular 
values  M = 10, Ν  = 1.  If  f  and  f g  are not 
commensurate, so that  Ρ   is an irrational number, 
the waveform  v(t)  is not periodic, and recourse 
must be taken to a double integration to obtain 
the Fourier components.  Only the commensurate 
case will be treated here, since this is simpler 
and the results are the same as for the incommen
surate case (1). 

A convenient form for the Fourier series 
expansion of the voltage  v(t)  at the filter 
input is 

where 

v(t) = K Q +  I  |Kjsin(nu)t+  Κ  ) 
n=l  n 

2π Ν  

K 0 = 2 W  ί  
0 

2π Ν  

0 

(38) 

(39) 

(40) 

The integration interval  2π Ν   covers  Ν   periods 
of  f  and  M  periods of  f g .  Since only the 
dc and the  ω   component of  v(t)  are required, 
as shown in Fig. 3(d), only the  n = l  term in 
Eq.  (38) is needed and the result can be expressed 
as 

where 

v(t) = V + ν  sin(a)t6cJ)m(f>d) 

2π Ν  

ν  =  K, 

m  α  

in which 

Κ  

2π Ν  

1 = Τ Γ Ν  j V (t) e j ( A ) t d(ü>t) 

(41) 

(42) 

(43) 

(44) 

(45) 

0 

The form for v(t) to be used in Eqs. (42) 
and (45) is that shown in Fig. 3(c), and expressed 
by 

ω  
ω  

Ν  
M 

(36) 

where  N  and  M  are positive integers, so that 
Ρ   is a rational number including zero and the 

then  f  and  f c  are said to be commenintegers, ...—  ^  —   ^ g 

surate.  It follows, with  Τ  
that 

MT  = NT 
s 

l/fg  and  T = l/f, 

(37) 

or  Ν   periods of the control frequency contain  M 
periods of the switching frequency.  That is, the 

v(t) = v r  (k- l)T g<t<(k- l)T s+T k f 

v(t) = 0, (ki)Ts+Tk<t<kTs 

Equation (42) then becomes 

ν = Ά  y 
2π Ν  . S 

k=l ,J 

(k-l}ü)Tg+ü)Tk 

k=l,2,---M (46) 

d(ü)t) 

(k-l)ü)T 

which leads simply to the d-c value 

(47) 
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V   DV, 

Equation (45) becomes 

(kl)u)T +ω Τ . 

(48) 

K 1  =  Ĵ  j  .  3  d ( u t ) (49) 

*~ L (k-l)ü)T 

which, with = T

k /
T

s » leads to 

1  π Ν  , Δ 

k=l L 

ju)Tg(kl)  jo3Ts(kl+D) ju)Tg(DkD) 
 e  e 

(50) 

Consider the last exponential in Eq. (50).  With 
substituted from Eq. (33), this factor is 

jo,Ts(DkD) 
e 

J2TT(OO/(JO  ) d  sin[(kl)(2TiN/a) )θ φ   ]  (51) 
s  s  m 

Since the amplitude  v  of the  ω   component 
in the filter input voltage  v(t)  is proportional 
to  and since the ac duty ratio amplitude  d 
is proportional to the amplitude  v c  of the ac 
control signal, Eq. (51) shows that  ν   is a non
linear function of  v c .  Although the analysis 
can be continued in general [a Bessel function 
results (1)], a linearization restriction will be 
imposed here.  The requirement is that the expon
ent of Eq. (51) should be sufficiently small that 
the exponential may be approximated by the first 
two terms of its series expansion: 

-jü)Ts(Dk-D) 

= 1-J[2TT(Ü)/Ü ) ) d sin[(k-l) (2π ω /ω β )θ  J (52) 

This makes  ν   proportional to  v c, so that the 
control DF is linearized (independent of control 
signal ac amplitude).  The restriction required 
to validate the approximation of Fig. (52) is 

2τ τ (ω /ω  )d «  1  (53) 

Since  d < D < l , this restriction is not very severe 
for control frequency  ω   less than the switching 

frequency  Further algebraic manipulation of 
Eq. (50), with the linearizing approximation of 
Eq. (52) included, eventually leads to 

V, 
Κ  =  τ — : 

1  (τ τ ω , 
( ï ï ( i ) /0) g ) 

1- e 
-j 2D (π ω /ω  , ) " 

ω  
�12  3« 

dV e 
I 

j [2ϋ (π ω /ω 3)+θ +φ ι η ] 

] 
ω  ψ

 2
9 ±

> 2 ' 

s 

j [2ϋ (π ω /ω δ )+θ +φ ι η ] 

ω   "2 , 1 ,2'' 

(54) 

The significance of the contributions to this 
result is as follows.  The term in the first 
square bracket is independent of  d, so it exists 
in the absence of an ac control signal; it repre
sents the switching frequency and its harmonics. 
The term in the second square bracket is propor
tional to  d, and represents the  ω   component 
that results directly from the ac control signal. 
The term in the third square bracket, also propor
tional to  d, represents the combination of the  ω  
component that results directly from the ac con
trol signal and the appropriate sideband of the 
switching frequency.  For example, for  ω /ω 3 = 1/2 , 
the combination is of the direct component 
ω  = (1/2)ω 3  and the sideband  ω 3ω  = (1/2)ω 3.  It 
is seen that the amplitude of the  ω   component 
for  ω /ω 8 =1/2,1,3/2,···  can be as great as twice 
the amplitude for neighboring frequencies, the 
actual amplitude depending upon the phase  θ   of 
the control signal with respect to the switching 
frequency. 

Since the components of  K̂   for  ω /ω 3 

= 1,2,3,···  are present even in the absence of an 
ac control signal, the term in the first square 
bracket in Eq. (54) is excluded from the DF repre
sentation.  The remaining two terms may be 
combined into a single term in the following 
manner : 

K i �  d \ 

j [2π (π ω /ω δ )+θ +φ ι η ] 
(55) 

where  k = 1  for the "special case" frequencies 
ω /ω 3 = 1/2,1,3/2,···, and  k = 0  otherwise.  The 
magnitude and phase of the  ω   component of the 
filter input voltage  v(t)  are then obtained from 
Eqs. (43), (44), and (55) as 

ν   dVn  1ke 
2j (θ +φ ι η ) 

j), = 2ϋ (π ω /ω  ) 
d  s 

/lke 

(56) 

(57) 

The results may now be assembled as follows. 
The dc control transfer function is obtained from 
Eqs. (48), (34), and (29) as 

where 

R+R 

[(lr)Vc rR(IQAs/L)] (58) 

(59) 

R  Τ  
c  s 

R+R  τ  
c 

(60) 

It is convenient to normalize the ac control DF 
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F^Cj^)  t o  i t s  zerofrequency value  F^CjO), and 
to define the resulting normalized control signal 
to filter input voltage DF as  , which is ob
tained from Eq. (12) with insertion of Eqs.  (56), 
(57),  (35), and (30) as 

F ' ( j O ) ) 

υ t - _ £ 

c  F^(jO) 

j [2ϋ (τ τ ω /ω  )+φ  ]/  2j(&f<j> )\ 
= A e s m llke  m 1 

where 

and 

F U i 0 )   ̂
  1 " e " ° t  5 

V j 0 )  ' V  α   R+R 
g  c 

1 + e 
al  a  \ 2 

l le a| 

\2 
2 π ω  

1 +  Δ
2

 (M2 

a l Κ / 

(62) 

(63) 

m 

with 

k 

tan 

(π ω  \ 
1)cosec 

2 π ω  

ω  

[^2_) 

\ π ω  J 

1 + 1 —   tan —  + (eal) cosec/
π ω  I  ^ ω β |   ω   I 

\ s i. 

t 0 ,  ω /ω δ   4  1/2,1,3/2,··· 

1 ,  ω /ω 8 = 1/2,1,3/2,··· 

(64) 

(65) 

Equation (61) shows that a polar plot of the 
ac control DF  is a trajectory traced out by 
a phasor of length  A  and angle  [2Ώ (π ω /ω 5)+φ Π 1], 
but that at the specialcase frequencies  ω /^ 3 = 
1/2,1,3/2,···(k=l)  the total phasor is the sum 
of the first phasor with  k = 0  and a second 
phasor of equal magnitude but with an angle that 
depends upon the phase  θ   of the control ac 
signal with respect to the switching frequency. 
The second phasor describes a circle, centered on 
the end of the first phasor, as  &\~$m  varies 
from 0 to π  . A qualitative sketch of such a polar 
plot of  Ĥ , is shown in Fig. 6.  At the frequen
cies  ω /ω 5 = 1/2,1,3/2,···  the total phasor has 
an amplitude that varies from zero to 2A, and a 
phase angle that varies up to  ±π /2  from 
[2ϋ (π ω /ω  )+φ ι η ], depending upon  Θ . 

Separate magnitude and phase plots of the 
ac control DF  Ĥ . vs. frequency are shown in 
Figs. 7 and 8, with  α   as a parameter.  From 
Eq. (61), 

|H^|[ω /ω 8*1/2,1,3/2,···] = A  (66) 

Λ Γ [ ω / ω  ^1/2,1,3/2,···] =[2ϋ (π ω /ω  )+φ  ] (67) 
/ c  s  s  m 

IH1

 Ι [ω /ω  =1/2,1,3/2, ···] = 2A 3ίη(θ + φ  )  (68) 
e s  m 

^ [ ω / c y *  1/2,1,3/2,···] =   [2Ό(τ\ω/ω &)+φ^\ 

[(θ +φ ^π /2]  (69) 

For  α  = 0 , that is, for voltagedriven control 
signal with  R c = 0 , the magnitude and phase fac
tors  A  and  $ m  due to the magnetic modulator 
reduce to 

A  = 
ε ί η ζ π ω /α ^) 

(π ω /ω  ) 
s 

π ω /ω  

(70) 

(71) 

In Fig. 7, magnitude plots are given for  α  = 0, 
1.5, and 10,  The frequency dependence stems 
entirely from the modulator.  In Fig. 8, phase 
plots are given for  α  = 0  and 1.5, with the 
dc duty ratio  D = 0.5.  The total phase lag is 
made up of the two components shown, 20(π ω /ω 3) 
due to the power stage, and 
modulator. 

due to the 

The zero to doubleamplitude possibility 
expressed by Eq. (68) is represented in Fig. 7 
by "spikes" superimposed upon the amplitude  A 
at the specialcase frequencies  ω /ω 3 = 1/2,1, 
3/2,···.  The spike extends 6 db above and °°db 
below the corresponding amplitude  A.  To avoid 
cluttering the picture, only a few of these 
spikes are shown in Fig. 7, but they are present 
at  ω /ω 3 = 1/2,1,3/2,···  for all values of  a. 
The  ±π /2  additional phase lag expressed by Eq. 
(69) is similarly represented in Fig. 8 by ±π /2 
spikes superimposed upon the phase lag 
[2ϋ (π ω /ω 3)+φ ι η ]  at the specialcase frequencies 
ω /ω 3 =1/2,1,3/2,···. [The ±π /2  range is given 
by Eq. (69) for  0 < θ +φ ι η  < π  ; for  π  < (θ +φ Π 1) < 2π  , 
the additional lag  π   is cancelled by the sign 
reversal of the amplitude factor given by Eq. 
(68).]  Again, only a few of the spikes are shown 
in Fig. 8. 

The most important feature of the results 
displayed in the control signal DF plots of Figs. 
7 and 8 is that the performance of the modulator 
and power stage subsystem is improved if the 
modulator is driven from a current source rather 
than from a voltage source.  The performance is 
improved in the sense that the frequency response 
of the control DF is extended: the magnitude 
decay and the phase lag at a given frequency are 
both less for  α  > 0  than for  α  = 0 .  Extended 
frequency response translates directly into 
improved gain and phase margins when the subsystem 
is inside a feedback loop.  The improvement is 
quite substantial: at  ω / ω 3 = 0.8, for example, 
the phase lag for  α  = 1.5  is less by about  π /2 
than that for  α  = 0 , but the magnitude increase 
is only about 3.5 db. The degree of improvement 
in the frequency response is, however, limited by 
the maximum value of  α   given by Eq. (60) with 
Rc^°°  for a currentsource control signal: 

Τ  
(72) 

3.1  Experimental Results 

Experimental results for the control signal 
DF  were obtained on a circuit embodying the 
principle illustrated in Fig. 2.  Each core was a 
Magnetics Inc. 510562H, Type 48 Alloy.  The 
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control and gate windings each consisted of 500 
turns of No. 26 wire.  The clock squarewave was 
obtained from an Exact 301 Function Generator at 
1 kHz, so the switching frequency was  f s = 2 kHz 
with  T g = 0.5 msec.  The peak value of the gate 
square wave was  Vg  =  14 ν .  Since the modulated 
squarewave voltage  v(t)  at the filter input is 
the same as that at the modulator output (except 
for a scale factor and phase reversal) the power 
stage was omitted, and replaced by a Schmitt trig
ger to sharpen the modulator output waveform, 
which is soft because of the soft saturation 
characteristic of the cores.  The control dc and 
ac signals were obtained from a low output imped
ance amplifier, either directly for voltage drive 
V c(R c=0), or via a commonemitter transistor stage 
for current drive  I C=V C/R C  (Rc=°°) .  A Hewlett
Packard 302A Wave Analyzer was used to measure the 
magnitude of the controlsignal frequency compon
ent in the Schmitt trigger modulated squarewave 
output waveform  v(t) . In the BFO mode, the wave 
analyzer provides a signal at the frequency to 
which the voltmeter is tuned, so this signal was 
used to supply the control signal ac component. 

The experimental results for  |H^.| obtained 
in this way are shown in Fig. 9.  The solid line 
is the theoretical result for  α  = 0  taken from 
Fig.  7 and it is seen that the corresponding ex
perimental points for voltage drive  (Rc=0, a=0) 
agree quite closely with the theoretical curve. 
The experimental points for current drive 
(R^o^OFOiroax)  also lie on a curve of the expected 
shape, and are well fitted by the theoretical 
curve for a = 0.95 . Hence from Eq. (72), 

0.5 
0.95 

0.53 msec  (73) 

To verify the presence of the "spikes" in the 
|H^,| plot, the ac control signal must be syn
chronized with the switching frequency.  In the 
experimental setup described, this can be done 
very simply for  ω /ω 3 = 1/2  by use of the sine
wave output of the Exact Function Generator, 
which is available simultaneously with the square
wave output at the same frequency used for the 
clock, which is  ^ g/2 .  The sinewave output at 
ω = ω 3/2  was applied as the ac control signal 
through a phaseshifting network, and the ampli
tude of the control signal was adjusted, for each 
value of phase angle, to the (constant) value 
previously used for the measurements at other 
frequencies.  Measurements were made for voltage 
drive, and are shown in Fig. 10.  The results 
agree well with the theoretical curve, also shown, 
expressed by Eq. (68) with  A  and  (|>m  given by 
Eqs.  (70) and  (71) for  ω /ω 8 = 1/2 : 

|Η ;|[ω /ω 81/2]  π /2 
sin(6+ π /2)  (74) 

The measurements shown in Figs. 9 and 10 were all 
taken at a dc duty ratio  D = 0.9.  Since the 
302A Wave Analyzer makes only magnitude measure
ments, experimental verification of the theoreti
cal phase relations of Fig. 8 was not obtained. 
However, the agreement between the theoretical 

and the experimental magnitude relations is suf
ficiently good to inspire confidence in the 
theoretical expression for the control signal DF. 

Experimental measurements were also made of 
the dc control transfer characteristic.  From 
Eqs.  (34) and (29), the theoretical relation 
between the dc duty ratio  D  and the control 
signal is 

D = 
1e 

[(lr)V  rR(I N -A  /L) ] 
c  U s 

(75) 

For voltage drive  V c  with  R c=0, r=0  and  a=0, 

a=0 
(76) 

For current drive  1 C

= V

C /
R

C  with  Rc=°°, r=l 
and  a=atn , so 

1e 
Λ  /L)] 

a  V  c  s 
m  g 

(77) 

and Experimental measurements of  D| a =o
 v s » 

D | a=a m

  v s»  l c

  a r e  s n o w n  i n Flgs* 11 a n d  12. The 
duty ratio was determined by direct observation 
of the Schmitt trigger output waveform  v(t)  on 
an oscilloscope.  The  D| cx=o  transfer character
istic is linear over essentially the entire range 
0 < D < 1 , but the  D|a=a,m characteristic becomes 
nonlinear at both ends of the range.  This is 
because the actual cores do not have the sharp 
saturation characteristic assumed in the model of 
Fig.  5.  However, a substantial part of the range 
is linear with a slope of 1/0.54 ma.  The meas
ured slope of the  D|a=0 characteristic is 1/12 ν  
and from Eqs. (76) and (77) the value of  R  can 
be obtained from 

1e 
R  = 

12 ν  
0.54 ma 

22.2k  (78) 

With the previously determined value  <% = 0.95, 
the result is  R = 34k . 

As described above, the performance of the 
cores in the modulator permits experimental 
determination of the core secondorder parameters 
R  and  τ  . However, the firstorder core param
eters A 0  and  In  can also be obtained.  An ls  —  ±0 
independent measurement showed that the total 
voltseconds supportable by the core with 500 
turns was  2A S = 3.9 vmsec, so that A S = 1.95 
vmsec.  This converts to  B s=9.1 kgauss, com
pared with the manufacturer^ nominal value of 
11.6 kgauss.  The value of  I 0 
from the intercept of the  ^[OFO^ 
with the current axis, from Fig. 12 and Eq 
as 

can be obtained 
characteristic 

(77) 

Λ  /L 
s 

0.72 ma  (79) 

The nonsaturated inductance  L 
x 34k 

R= 0.53 msec 
18h , so A s/L= 1.95/18 = 0.11 ma  and 
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Iq = 0 . 7 2 + 0 . 1 1 
0 . 8 3  ma.  This converts to 

Hq = 0 . 1 2 oersted, compared with the manufacturer^ 
nominal value of 0 . 1 oersted. 

g 

It may be observed that the measured slope of 
the  DI oi=0  characteristic in Fig. 11, 1/12 ν  , 
does not agree with the value  1/V~  predicted by 
Eq. (76) when  Vg= 14 ν  .  This is because the 
voltage that actually appears across the gate wind
ing is less than  Vg  by a diode drop of about 
0.6v, and by the drop in the load resistance  R, 
due to the core magnetizing current.  Although 
the magnetizing current changes during the inter
val  T s  that the core is resetting  (because of 
the finite inductance  L), an approximate average 
value is  I m = Iq + (l/R)dA/dt . If the gate winding 
voltage is assumed to be the measured value 
dA/dt = 12v,  = 0.83 +12/34 = 1.18 ma. The value 
of  Rg  used in the experimental setup was 
R  = 1.35k, so the effective gate winding voltage 
is 140.6(l.18x1.35) = 140.61.6 = 11.8v , in 
satisfactory agreement with the observed 12 ν  . 
This effective value of  V g  should, of course, 
also be employed in the  ϋ | α = α ^  characteristic 
of Eq. (77).  The discrepancy in the offset of 
the DIa=Q  characteristic observed in Fig. 11 
occurs because the effective control winding 
voltage is less than  V Q  by a diode drop of about 
0.6v. 

4.  THE LINE DESCRIBING FUNCTION 

As for the control DF, the analytic deriva
tion of the line DF is in two parts.  In the first 
part an expression for the kth duty ratio  D^  is 
obtained, and in the second part the coefficient 
Κ ι   of the  ω   component in the filter input volt
age waveform  v(t)  is obtained by Fourier analy
sis . 

A qualitative description of the signal con
ditions has been given in Section 2 with reference 
to Fig. 4.  The line voltage has a dc plus a 
sinusoidal component given by Eq. (13), and the 
gate voltage is proportional to the line voltage 
as in Eq. (14).  The control signal is constant 
at Aq .  These voltseconds are recovered under 
the action of the gate voltage  vg(t)  t o  deter
mine  T^  by 

(ki)T s +T k 

(kl)Ts 

The duty ratio 

(kl)+R 

ν   (t) dt =  A n 

g  0 

is then given by 

(80) 

[V + ν   sin(a)t-e)]d(t/Tg) 

(k1) 
= A 0 = DBV £  (81) 

where the second equality is obtained by recogni
tion that  D^ = D, the dc duty ratio, when 
V £ = 0 .  Evaluation of the integral in Eq. (81) 
leads to a transcendental relation for  D^.  How
ever, a closedform solution can be obtained as 

D = D + d sin[(k1)(2π ω /ω  )0+ϋ π ω /ω  ]  (82) 

κ .  S S 
where 

d Ξ  D 
sin(Duu)/o) ) 

s_ 

(Ο π ω /ω  ) 
s 

1 + (Vjl/VÄ)sin[(k-l) (2π ω /ω)θ+ϋπω/ω5] 

under the restriction 

2τ τ (ω/ω )d « 1 

(83) 

(84) 

Equation (82) corresponds to Eq. (33) obtained 
for control signal variations.  Also, the restric
tion of Eq. (84) is the same as that required in 
the control signal analysis, Eq. (53).  It may be 
noted that the restriction does not involve 
v^/V^ , and so Eq. (82) is valid even for large 
fractional line voltage variations.  However,  d 
is independent of  k , and so the  D^  points lie 
on a sine wave, only if  V^/ V£  < < c  1· 

The expression for the Fourier coefficient 
of the  ω   component in the filter input wave

form  v(t)  is established in the same way as for 
control signal variation in Eqs. (38) through 
(49), the only difference being that  v(t) = 
V£ + V£sin(u)t0)  instead of  V^  during the switch 
ontimes  T̂ . . Hence, for line variations, the 
equation for  K̂   corresponding to Eq. (49) is 

h  =  W T S  Ϊ Γ  

M (k"V+Dk 
I k=l 

(k1) 

[1+ (Vjl/V£)sin(u)t-e)]e j a 3 td(t/T s) 

(85) 

Again, commensurate frequencies are assumed such 
that  ω /ω 3 = N/M  where  Ν   and  M  are integers. 
Evaluation of the integral subject to the restric
tion of Eq. (84) permits  K̂   to be expressed as 
a linear function of  D^ , which can then be sub
stituted by Eq. (82).  Evaluation of the  k  sum
mations then leads to three groups of terms, as 
in the control variations case.  The harmonics of 
the switching frequency, present even in the 
absence of line variations, are irrelevant, and 
the sideband combinations can be neglected since 
it is unlikely that line variations synchronous 
with the switching frequency would exist.  The 
remaining term that results directly from the ac 
line component is 

Dv £ 

1e 
j2D(ua)/u)s) 

j2D(ff0j/u)s) 
(86) 

— i θ  
The ac line DF is then  F£(jω ) = K^/(v#e  3  ), and 
it is convenient to normalize  F̂ (ju))  to its 
in finitefrequency value  F^j 0 0),  and to define 
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the resulting normalized line to filter input 
voltage DF as H^, which is 

F jC jO) ) - j 2 D 0 r u > / ü ) e ) 

* - F ^ ( j o o ) 

where 

1-e 
3 2Ώ (π ω /ω 5) 

(87) 

F ^ ( j o o )  =  d  (88) 

The magnitude and phase of the ac line DF 
are given by 

| H ; | -

sin(2Dïïœ/œ̂ ) \ 2 

2Ώ π ω /ω  

3ίη 2( ϋ π ω / ω  ) \ 2 

Ώ τ τ ω /ω  

tan 

2 sin (ϋ π ω /ω  ) 

(2ϋ π ω /ω  ) 
s 

3ίη(2ϋ π ω /ω  ) 
s 

( 8 9 ) 

( 9 0 ) 

Since the dc duty ratio  D  always appears as a 
multiplier of ω , a single plot of |H^| may be 
made as a function of 2Dü)/ü)s, as shown in Fig. 
13. As anticipated, |HjjJ is zero at zero fre
quency when the line change applied to the power 
switch is exactly compensated by the change of 
duty ratio resulting from the corresponding 
change in gate voltage. However, as the fre
quency of the line variations increases, the 
increasing phase delay through the modulator pre
vents complete compensation; ultimately, for 
frequencies such that  2ϋ ω /ω   is greater than 
about  2τ τ , there is essentially no compensation 
and the line variations appear unmodified in the 
filter input voltage.  Since in a practical 
application the phase  /Hj^ is of little concern, 
a plot of /Hj, is not given; however, it can be 
seen from Eq. ( 9 0 ) that  /H^ = π /2 at zero fre
quency, and ultimately for high frequencies 
decreases to zero. 

For frequencies sufficiently low that 
(2ϋ ω /ω 8) «  2/π , Eqs. ( 8 9 ) and ( 9 0 ) reduce to 

π   2 Ρ ω  
2  ω  

1 f π  2Ρ ω \ 

V
 ω · 1 

(91) 

(92) 

component of the filter input voltage.  The over
all describing function from the control signal to 
the output voltage is then F c ( j 6 ü ) = F̂ (ju)) F ( j o ) ) , 

where F ( j u ) ) is the filter linear transfer func
tion. When the control input is voltage driven 
(zero source resistance) normal operation is inde
pendent of core parameters and the normalized 
control DF H^  Ξ  F ^ ( j ü ) ) / F ^ ( j 0 ) is of the form 
5ίη( π ω / ω 3)/( π ω / ω 3).  However, the frequency res
ponse is extended when the control signal is 
driven from a nonzero resistance source as 
expressed by Eq. (61) and shown in Figs. 7 and 8. 
Extension of the frequency response is quantita
tively related to two secondorder core parameters, 
the "loop widening" resistance  R  and the non
saturated inductance  L. The theoretical results 
are confirmed in Fig. 9 by experimental measure
ments made on a practical circuit.  The complete 
knowledge of the control DF thus obtained is 
valuable in optimizing the design of feedback 
regulators in which this particular subsystem is 
used. 

Analysis is also presented that leads to an 
expression for the describing function  F £ ( j c o ) 

that relates a sinusoidal line voltage variation 
at frequency  ω   to the resulting sourcefrequency 
component of the filter input voltage.  The over
all describing function from the line voltage to 
the output voltage is then  F £ ( j U ) ) = F^( j co )/F( j ω ) . 
When the modulator gate voltage is made propor
tional to the line voltage, the normalized line 
DF  H£  Ξ   F ^ j c o ) / F f  ( j ° ° )  is zero for zerofrequency 
variations but increases with frequency, as shown 
by Eq. (87) and in Fig. 13.  Thus, even though 
complete cancellation of line variations can be 
obtained at zerofrequency, line "feedthrough" 
occurs at higher frequencies, and the analytical 
results derived here can be used to determine the 
overall line sensitivity of the output voltage in 
a complete feedback regulator system. 
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5.  CONCLUSIONS 

A particular pulsewidth modulator and power 
switch subsystem that has been widely used in 
practical switchingmode dc regulators has been 
analyzed.  The subsystem may be classed as a buck 
power stage driven by a clocked uniformly sampl
ing integrating modulator employing squareloop 
cores, whose principle of operation is illus
trated in Fig. 2, 

The analysis leads to an expression for the 
describing function  F̂ (ju))  that relates a 
sinusoidal control signal at frequency  ω   at the 
modulator input to the resulting source frequency 

3 0 - P P E S C  72 R E C O R D 



Subsystem 

voltage  v^(t)  power  stage 
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1  Block diagram of typical closedloop dc 
regulator including a subsystem contain
ing a modulator and switched power stage. 

Fig. 2  A specific subsystem consisting of a power 
switch and filter in buck configuration 
and a constantfrequency variable duty
ratio pushpull magnetic modulator employ
ing squareloop cores. 

. 3  Waveforms in the subsystem of Fig. 2 for  Fig. 4  Waveforms in the subsystem of Fig. 2 for 
dc plus sinusoidal control signal.  dc plus sinusoidal line voltage. 
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Fig. 

Fig 



Im Hc' 

Fig. 5  Core model including two secondorder  Fig. 6  Polar plot of the normalized control DF 
parameters, the loopwidening resistance  H'  showing the two phasor components at 
R  and the noninfinite unsaturated  ω /ω 3 =1/2,1,3/2,···, and the single phasor 
inductance  L.  component at other frequencies. 

Fig. 7  Theoretical magnitude vs. frequency plot of the control DF  H^, for  α  = 0, 1.5, and 10, showing 
the "spikes" at  ω / ω α = 1/2,1,3/2,···. 
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Fig.  8  Theoretical phase vs. frequency plot of the control DF  H^, showing the component  2Ό (π ω /ω 3) 
from the power stage for  D = 0.5, and the component  φ   from the modulator for  α  = 0  and 
1.5. 
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Fig. 9  Experimental magnitude vs. frequency plot of  for voltage drive and for current drive. 

Fig.  10  Theoretical and experimental magnitude of  vs. the 
phase θ   of the control signal, for ^ / o ) g = 1/2 . 
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Fig. 11  Duty ratio  D  vs. control voltage  V ,  Fig. 12  Duty ratio  D  vs. control current  I c, 
for voltage drive  (a = 0).  for current drive (a = a m ) . 

Fig. 13  Theoretical magnitude vs. frequency plot of the line DF  . 


