
 Open access  Journal Article  DOI:10.1080/10426914.2012.677914

Effects of Activating Flux on Weld Bead Geometry of Inconel 718 Alloy TIG Welds
— Source link 

H.-L. Lin, Tong-Min Wu

Institutions: Army and Navy Academy, National Chiao Tung University

Published on: 26 Nov 2012 - Materials and Manufacturing Processes (Taylor & Francis Group)

Topics: Shielding gas, Welding, Heat-affected zone, Gas tungsten arc welding and Electric resistance welding

Related papers:

 Performance of activated TIG process in austenitic stainless steel welds

 Study of the characteristics of duplex stainless steel activated tungsten inert gas welds

 Effect of Activated Flux on the Microstructure and Mechanical Properties of 9Cr-1Mo Steel Weld Joint

 Development and application of oxide-based flux powder for tungsten inert gas welding of austenitic stainless steels

 TIG welding with single-component fluxes

Share this paper:    

View more about this paper here: https://typeset.io/papers/effects-of-activating-flux-on-weld-bead-geometry-of-inconel-
59cb2b9d1v

https://typeset.io/
https://www.doi.org/10.1080/10426914.2012.677914
https://typeset.io/papers/effects-of-activating-flux-on-weld-bead-geometry-of-inconel-59cb2b9d1v
https://typeset.io/authors/h-l-lin-2vx7m8q6tl
https://typeset.io/authors/tong-min-wu-9vaal5eilw
https://typeset.io/institutions/army-and-navy-academy-3qz1i2wj
https://typeset.io/institutions/national-chiao-tung-university-1db72t8f
https://typeset.io/journals/materials-and-manufacturing-processes-zpfwrbmi
https://typeset.io/topics/shielding-gas-2ritzx4q
https://typeset.io/topics/welding-1y34t6d7
https://typeset.io/topics/heat-affected-zone-2r8waigd
https://typeset.io/topics/gas-tungsten-arc-welding-1td49ig0
https://typeset.io/topics/electric-resistance-welding-niicmfr9
https://typeset.io/papers/performance-of-activated-tig-process-in-austenitic-stainless-547h8l4fkh
https://typeset.io/papers/study-of-the-characteristics-of-duplex-stainless-steel-1f4u569y91
https://typeset.io/papers/effect-of-activated-flux-on-the-microstructure-and-4rribao09i
https://typeset.io/papers/development-and-application-of-oxide-based-flux-powder-for-3s37jtyyzv
https://typeset.io/papers/tig-welding-with-single-component-fluxes-2e4nnjr3nr
https://www.facebook.com/sharer/sharer.php?u=https://typeset.io/papers/effects-of-activating-flux-on-weld-bead-geometry-of-inconel-59cb2b9d1v
https://twitter.com/intent/tweet?text=Effects%20of%20Activating%20Flux%20on%20Weld%20Bead%20Geometry%20of%20Inconel%20718%20Alloy%20TIG%20Welds&url=https://typeset.io/papers/effects-of-activating-flux-on-weld-bead-geometry-of-inconel-59cb2b9d1v
https://www.linkedin.com/sharing/share-offsite/?url=https://typeset.io/papers/effects-of-activating-flux-on-weld-bead-geometry-of-inconel-59cb2b9d1v
mailto:?subject=I%20wanted%20you%20to%20see%20this%20site&body=Check%20out%20this%20site%20https://typeset.io/papers/effects-of-activating-flux-on-weld-bead-geometry-of-inconel-59cb2b9d1v
https://typeset.io/papers/effects-of-activating-flux-on-weld-bead-geometry-of-inconel-59cb2b9d1v


This art icle was downloaded by:  [ Nat ional Chiao Tung University 國立交通大學]
On:  28 April 2014, At :  15: 02

Publisher:  Taylor & Francis

I nforma Ltd Registered in England and Wales Registered Number:  1072954 Registered office:  Mort imer House,

37-41 Mort imer St reet , London W1T 3JH, UK

Materials and Manufacturing Processes
Publicat ion det ails,  including inst ruct ions for aut hors and subscript ion informat ion:

ht t p: / / www. t andfonl ine.com/ loi/ lmmp20

Effects of Activating Flux on Weld Bead Geometry of

Inconel 718 Alloy TIG Welds
Hsuan-Liang Lin 

a
 & Tong-Min Wu 

b

a
 Army Academy R.O.C. ,  Vehicle Engineering ,  Jungl i ,  Taoyuan ,  Taiwan

b
 Nat ional Chiao Tung Universit y,  Mechanical Engineering ,  Hsinchu ,  Taiwan

Publ ished onl ine:  26 Nov 2012.

To cite this article: Hsuan-Liang Lin & Tong-Min Wu (2012) Ef fect s of  Act ivat ing Flux on Weld Bead Geomet ry of  Inconel 718

Alloy TIG Welds,  Mat erials and Manufact uring Processes,  27:12,  1457-1461,  DOI:  10.1080/ 10426914.2012.677914

To link to this article:  ht t p: / / dx.doi.org/ 10.1080/ 10426914.2012.677914

PLEASE SCROLL DOWN FOR ARTI CLE

Taylor & Francis makes every effort  to ensure the accuracy of all the informat ion ( the “Content ” )  contained

in the publicat ions on our plat form . However, Taylor & Francis, our agents, and our licensors make no

representat ions or warrant ies whatsoever as to the accuracy, completeness, or suitability for any purpose of the

Content . Any opinions and views expressed in this publicat ion are the opinions and views of the authors, and

are not  the views of or endorsed by Taylor & Francis. The accuracy of the Content  should not  be relied upon and

should be independent ly verified with pr imary sources of informat ion. Taylor and Francis shall not  be liable for

any losses, act ions, claims, proceedings, dem ands, costs, expenses, damages, and other liabilit ies whatsoever

or howsoever caused arising direct ly or indirect ly in connect ion with, in relat ion to or ar ising out  of the use of

the Content .

This art icle may be used for research, teaching, and private study purposes. Any substant ial or systemat ic

reproduct ion, redist r ibut ion, reselling, loan, sub- licensing, systemat ic supply, or dist r ibut ion in any

form  to anyone is expressly forbidden. Terms & Condit ions of access and use can be found at  ht tp: / /

www.tandfonline.com/ page/ terms-and-condit ions

http://www.tandfonline.com/loi/lmmp20
http://www.tandfonline.com/action/showCitFormats?doi=10.1080/10426914.2012.677914
http://dx.doi.org/10.1080/10426914.2012.677914
http://www.tandfonline.com/page/terms-and-conditions
http://www.tandfonline.com/page/terms-and-conditions


Effects of Activating Flux on Weld Bead Geometry

of Inconel 718 Alloy TIG Welds

Hsuan-Liang Lin
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2

1Army Academy R.O.C., Vehicle Engineering, Jungli, Taoyuan, Taiwan
2National Chiao Tung University, Mechanical Engineering, Hsinchu, Taiwan

The purpose of this work is to investigate the effects of activating fluxes and welding parameter to the penetration and depth-to-width

ratio (DWR) of weld bead of Inconel 718 alloy welds in the tungsten inert gas (TIG) welding process. In the activating flux with TIG

(A-TIG) welding process, the single-component fluxes used in the initial experiment were SiO2, NiO, MoO3, Cr2O3, TiO2, MnO2, ZnO,

and MoS2. Based on the higher DWR of weld bead, four fluxes were selected to create six new mixtures using 50% of each original flux.

The A-TIG weldment coated 50% SiO2þ 50% MoO3 flux and 75� of electrode tip angle were provided with better welding performance.

In addition, the experimental procedure of flux-bounded TIG (FB-TIG) welding with the same welding conditions and flux produced full

penetration of weld bead on a 6.35mm thickness of Inconel 718 alloy plate with single pass weld.

Keywords Coatings; Flux; Geometry; High-temperature; Nonferrous; Optimization; Weldability; Welding.

INTRODUCTION

Inconel 718 alloy is one of the most widely used
nickel-based alloys due to its superior mechanical pro-
perty and oxidation resistance at high temperature in
aerospace, power, and nuclear industries. Electron beam
(EB), laser beam (LB), and tungsten inert gas (TIG)
welding were known to play important roles in aero-
space, military, power plants, and automotive industries.
A lot of researches about EB and LB welding on Inconel
718 alloy have been performed because that energy den-
sity in these welding is extremely high. A higher
depth-to-width ratio (DWR) of weld bead geometry
can be easily obtained with small heat input in EB and
LB welding process [1–3]. A few published reports are
available on TIG welding of Inconel 718 alloy focus
on selection of welding parameters for obtaining optimal
weld bead geometry. The TIG welding is one of the
mainly applied welding processes in industry to nonfer-
rous and stainless steels for high quality weld and low
investment. The welding quality is strongly character-
ized by the weld bead geometry. The weld bead
geometry plays an important role in determining the
mechanical properties of the weld [4]. However, the
relatively shallow penetration capability and low pro-
ductivity are the main disadvantage in the TIG welding
process. Achieving full penetration of welds and increas-
ing productivity are the main objectives in the welding
industry. In order to achieve single pass welds with no
edge preparation, instead of multipass procedures, one
of the most notable techniques is to use activating flux

with TIG (A-TIG) welding process [5], as shown in
Fig. 1a. Chandrasekhar et al. [6] proved that an intelli-
gent methodology based on genetic algorithm has been
developed to optimize the A-TIG process parameters
to achieve the target weld bead geometry for welding
of type 304LN and 316LN stainless steels. Vasudevan
[7] used soft computing techniques for modeling and
prediction of microstructures of stainless steel welds,
modeling weld bead geometry, optimization of A-TIG,
and TIG welding process parameters to tailor the weld
bead geometry in stainless steel welds. Lin et al. [8]
demonstrated that the highest DWR of low carbon steel
and stainless steel butt-joint weld bead can be obtained
in A-TIG process using 18% TiO2 and 82% SiO2 mixed
flux. In addition, activating flux is also employed in a
new technique called flux bounded-TIG (FB-TIG) to
weld aluminum alloy and 304L stainless steel. In
FB-TIG configuration, two separated coatings are
applied and the gap between coatings with different size,
as shown in Fig. 1b. Sire et al. [9] demonstrated that
6mm thickness penetration in FB-TIG welding process
was obtained at the same welding conditions compared
to about 3mm in conventional TIG welding. Both weld
penetrations and DWR are higher (about twice) with
FB-TIG welding. Rückert et al. [10] showed that the sil-
ica coating thickness window is very narrow in A-TIG of
304L stainless steel welds. The FB-TIG configuration
allows of obtaining comparable results for thicker
deposits with enlarging of coating thickness. The sensi-
tivity of weld penetration with coating thickness is thus
reduced in FB-TIG process.
The purpose of this work is to investigate the effect of

both the activating flux and the major welding para-
meters on the weld bead geometry of the Inconel 718
alloy welds. First, the single-component flux was used
to evaluate the effects of weld bead geometry. Then,
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mixed-component flux was used to improve the weld
bead geometry of Inconel 718 welds and analyze the
effect of parameters such as welding current and
electrode tip angle in the A-TIG process. The objective
of this work is also to compare the penetration and
DWR of Inconel 718 alloy welds obtained in A-TIG
and FB-TIG welding process.

EXPERIMENTAL PROCEDURE

Inconel 718 alloy sheets with dimensions 50 (100
(6.35mm were prepared for this study; its chemical
composition is listed in Table 1. A EWTh-2 electrode
was used to produce a bead-on-plate weld, as shown in
Fig. 1. Before TIG welding, the activating flux was
mixed with methanol to produce a paint-like consist-
ency, a layer thickness of approximately 0.2mm, is
applied to the surface of base metal to be welded by
means of a brush. The single-component fluxes used in
the initial experiment were SiO2, NiO, MoO3, Cr2O3,
TiO2, MnO2, ZnO, and MoS2. In this work, measure-
ments of the weld bead geometry were performed for
evaluation of the quality of activating flux TIG welds
of Inconel 718 alloy. It took the width of weld bead
and the depth of penetration to describe the weld bead
geometry. The DWR of the weld bead geometry of each
specimen was selected as the quality characteristic of

TIG welding process. An optical microscope was used
to measure the depth and width of weld bead geometry
of each specimen. All metallographic specimens as
shown in Fig. 1c were prepared by mechanical lapping,
grinding and polishing to a 0.3mm finish, followed by
etching in a solution containing 2 g of CuCl2, 40ml of
CH3OH, and 35ml of HCl.

RESULTS AND DISCUSSION

Effect of Single-Component Flux

The previous studies [11–14] have revealed that the
activating fluxes lead to an increased penetration of weld
bead may have two types of action: namely, the
Marangoni convection and the electric arc behavior.
Some researchers [13, 14] believe that the main mech-
anism in the weld pool is the Marangoni convection.
In traditional TIG welding without activating flux, the
temperature coefficient of surface tension on the molten
pool generally exhibited a negative value. If the surface
tension (r) in the pool center is lower than the tempera-
ture at the pool edge, then the surface tension gradient
(@r=@T) generates Marangoni convection with the fluid
flows from the pool center to the edge in the molten
pool, yielding a wide and shallow TIG welds as shown
in Fig. 2a. In A-TIG welding with activating fluxes,FIGURE 1.—The A-TIG and FB-TIG welding process and its base metal.

TABLE 1.—Chemical concentration of each element in Inconel 718 alloy.

Element Ni Cr NbþTa Mo Ti Al Co C Mn Si Fe

Wt% 55.0 21.0 5.5 3.3 1.15 0.8 1.0 0.05 0.35 0.35 Balance FIGURE 2.—Marangoni convection mode by surface tension gradient.
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the temperature coefficient of surface tension on the
molten pool changed from a negative to a positive value.
Therefore, the surface tension at the pool center is higher
than at the pool edge. This indicated that the surface
tension gradient change the direction of the fluid flow
in the molten pool, a relatively deeper and narrower
weld is produced as shown in Fig. 2b.
In this work, the welding parameters used in the initial

experiment are given in Table 2. Figure 3a shows the

DWR of weld bead geometry of Inconel 718 alloy made
by the TIG welding process without activating flux and
with different single-component fluxes. The penetration
capability of A-TIG welds was obviously higher than
that of the traditional TIG welds without activating flux.
A-TIG welding with single-component fluxes such as
SiO2, NiO, MoS2, and MoO3 fluxes produced a signifi-
cant Marangoni convection and increase the penetration
and DWR of Inconel 718 alloy welds. It was found that
undercut was observed on the weld bead surface of
Inconel 718 alloy welds using MoS2 flux as shown in
Fig. 3b.

Effect of Mixed-Component Flux

Based on the higher DWR of specimens, four single
component fluxes were selected to mix with each other
using 50% weight percent each. The mixed component
fluxes were SiO2-MoO3, SiO2-NiO, MoO3-NiO, SiO2-
MoS2, MoS2-NiO, and MoS2-MoO3, and the mixed
component fluxes were used for investigating the effect
to the DWR of specimens. Figure 4a shows the
penetration and DWR of weld bead geometry using
the mixed-component fluxes. Comparison of Fig. 3a
with Fig. 4a, the DWR of specimens of mixed activating
flux TIG welds were higher than that of the welds using

FIGURE 3.—Effect of single component flux on TIG welds.

TABLE 2.—Welding parameters for initial

experiments.

Welding current 170A

Travel speed 150mm=min

Arc length 2.0mm

Diameter of electrode 3.2mm

Angle of electrode tip 60�

Flow rate of shield gas 14L=min

FIGURE 4.—Effect of mixed component flux on TIG welds.
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single-component fluxes, with the oxide 50% SiO2þ 50%
MoO3 mixed flux being the most significant. It was also
found that undercut was observed on the weld bead sur-
face of Inconel 718 alloy welds using 50% MoS2þ 50%
MoO3 mixed flux as shown in Fig. 4b. However, MoS2
flux mixed with the other activating flux that produced
a significant Marangoni convection such as SiO2 flux,
the undercut not occur in the cross-section of Inconel
718 alloy weld bead, as shown in Fig. 4b.

Effect of Welding Parameters

Huang [15] proved that a mixed component flux,
including 30% TiO2, 25% SiO2, 25% Cr2O3, and 20%
MoO3, has the most effect on the penetration and
DWR of weld bead increased with higher welding
current in the A-TIG welds of JIS 304 stainless steel.
Therefore, the 50% SiO2þ 50% MoO3 mixed flux was
used to improve the weld bead geometry of Inconel
718 welds and analyze the effect of welding current in
the A-TIG welding process. Figure 5a shows that the

relationship between weld bead geometry and welding
current. It indicated that the penetration and DWR of
Inconel 718 alloy welds are best when the welding cur-
rent is adjusted from 170 to 180 A in this A-TIG welding
process. The previous experiment [16] showed that the
most significant parameters for DWR of weld bead
geometry are welding current and electrode tip angle
in TIG welding process. The angle of electrode tip is a
major parameter that affects the penetration and
DWR of weld bead geometry in the TIG welding
process. Goodarzi et al. [17] developed a mathematical
model to study the effect of the electrode tip angle on
the weld pool properties. The information required to
simulate the flow including the heat flux to the work-
piece, the input current density, and the gas shear stress,
was derived from the arc model. It is found that the
buoyancy and electromagnetic forces do not play major
roles in determining the flow pattern. Instead, the
relative magnitude of the gas shear stress and the surface
tension and also the sign of the surface tension deter-
mine the flow pattern in the weld pool. The electrode
tip angle which alters the gas shear stress and especially
the heat flux to the workpiece can produce a significant
change in the overall shape and size of the weld pool. In
this work, the 50% SiO2þ 50% MoO3 mixed flux and
welding current at 180 A were used to analyze the effect
of electrode tip angle. Figure 5b shows that the relation-
ship between weld bead geometry and electrode tip
angle. It indicated that the penetration and DWR of
Inconel 718 alloy welds are best when the electrode tip

FIGURE 5.—Effect of major welding parameters on A-TIG welds. FIGURE 6.—Effect of gap size on FB-TIG welds.
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angle is adjusted from 60 to 75 degrees in A-TIG
process.

Effect of Gap Size in FB-TIG

The flux in FB-TIG is applied not as a single cover, but
as a set of two parallel coatings, as shown in Fig. 1b.
Electrical resistivity of the flux is supposed to channel
the incoming electrons onto the central metallic zone
exempt from the flux coating. The concept of two separ-
ate coatings is also attractive from perspectives of
flux consumption if weld penetrations comparable to
A-TIG can be obtained over a broad range of coating
thickness. Rückert et al. [10] demonstrated that the
penetration of 304L stainless steel welds via FB-TIG
process higher than that of the welds via A-TIG process
using the same silica coating thickness and welding
current. Figure 6a shows the effect of gap size on the
DWR of Inconel 718 alloy welds. It indicates that the
DWR of specimens is best when the gap size was set to
1.2mm in the FB-TIG process. Comparison of A-TIG
with FB-TIG as shown in Fig. 6b demonstrates that
the weld bead geometry of Inconel 718 welds via the
FB-TIG are slender than that applying A-TIG process.

CONCLUSIONS

TIG welding with single component fluxes such as
SiO2, NiO, MoS2, and MoO3 fluxes, and mixed
component fluxes such as 50% SiO2þ 50%MoO3 and
50% SiO2þ 50% NiO produced a significant increase
the penetration and DWR of Inconel 718 alloy welds.
However, the undercut of specimen was observed on
the weld bead surface of Inconel 718 alloy welds using
MoS2 flux. The improvement of the DWR of Inconel
718 alloy welds from 60 to 75 degrees of electrode angle
is 28%. This work demonstrates that the weld bead
geometry of Inconel 718 welds via the FB-TIG with
1.2mm gap are slender than that applying A-TIG pro-
cess. The FB-TIG process produced full penetration in
6.35mm-thickness of Inconel 718 alloy plate with single
pass weld.
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